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Serial port cable with bracket
DE9M connector to 10-pin (2x5) 
connector (2.54 mm pitch)
Length: 30 cm

Serial port cable without bracket
DE9M connector to 10-pin (2x5) 
connector (2.54 mm pitch)
Length: 23 cm

Serial port cable without bracket
DE9M connector to 10-pin (2x5) 
connector (2.0 mm pitch)
Length: 20 cm

Serial port cable with bracket
DE9M connector to 10-pin (2x5) 
connector (2.54 mm pitch)
Length: 50 cm

Two serial ports with bracket
Two DE9M connectors to two 10-pin 
(2x5) connectors (2.54 mm pitch)
Length: 23 cm

Two serial ports with bracket
Two DE9M connectors to two 10-pin 
(2x5) connectors (2.0 mm pitch)
Length: 30 cm

Two serial ports with bracket
Two DE9M connectors to two 10-pin 
(2x5) connectors (2.0 mm pitch)
Length: 40 cm

Four serial cables without bracket
Four DE9M connectors to one 40-pin 
(2x20) connector (2.0 mm pitch)
Length: 30 cm

Four serial cables without bracket
Four DE9M connectors to one 40-pin 
(2x20) connector (2.54 mm pitch)
Length: 15/20/25/30 cm

Four serial cables without bracket
Four DE9M connectors to one 40-pin 
(2x20) connector (2.0 mm pitch)
Length: 30 cm

Four RS-422/485 serial cables without 
bracket
Four DE9M connectors to one 16-pin 
(2x8) connector (2.54 mm pitch)
Length: 12 cm

RS-232 and RS-422/485 cables 
without bracket
Two DE9M connectors to one 14-pin 
(2x7) connector (2.0 mm pitch)
Length: 23 cm

RS-232 and RS-422/485 connectors 
without bracket
Two DE9M connectors to one 14-pin 
(2x7) connector (2.54 mm pitch)
Length: 25.5 cm

Two serial port connectors with 
bracket
Two DE9M connectors to 14-pin 
(2x7) connector (2.0 mm connector)
Length: 25 cm

Serial port with bracket
One DE9M connector to one 4-pin 
(1x4) connector (2.54 mm)
Length: 40 cm

Four serial ports with bracket
Four DE9M connectors to one 40-pin 
(2x20) connector (2.0 mm pitch)
Length: 15 cm

RS-232 and RS-422/485 connectors 
without bracket
Two DE9M connectors to one 14-pin 
(2x7) connector (2.0 mm pitch)
Length: 29 cm

Single serial port connector without 
bracket
One DE9M connector to one 4-pin 
(1x4) connector (2.0 mm pitch)
Length: 20 cm
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