AR-ES6050FLD

Fanless and Dustproof Intel Atom N450 Embedded System

CPU Intel Atom N450 1.66GHz

Chipset  IntelicHsm
FrontSideBus  667MHz
Memory e 1 x 200-pin SO-DIMM socket support

400/533/667MHz DDR2 SDRAM up to 2GB
e 1GB DDR2 pre-installed

Graphic Controller Intel Atom N450 intergrated

Video Interface e 1 x VGA port (DB15)
e 1 x 18-bit LVDS (Pin header)

IE T
SATA 2 X SATA Il port

CF 1xCompact Flash Type I/l slot support UDMA33
DiskBay -

Communication

Ethernet 2 x Gbps RJ45 with LED, Realtek RTL8111D

Serial Port 2 x RS-232 (1 x DB9, 1 x pin header)

Expansion

PCISlot 1xPCIH104
PO EXPress T
miniPCle 1 x miniPCle

Other Feature

e CPU voltage and temperature
e CPU and fan speed

Indicatorr  PowerandHDDLED
GPIO 8-bit Digital /O
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Features

@ Intel Atom N450

© Memory Support DDR2
400/533/667MHz up to 2GB

« DIN Mount and Wall Mount

Power Requirement

Power Input 12V (+/-5%) single voltage input, 3 poles terminal block

Power Consumption  19W without external devices

Windows XP/XP Embedded/CE 5.0 & 6.0,
Linux kernel 2.6.31

Mechanical & Environment

Thermal Design

OS Support

Fanless

CE, FCCclass B

Packing List

® 1 x AR-ES6050FLD

e 1 x 60W power adapter

170010587-G Wall mount bracket x 2

170020028-G screw x 4

Ordering Information

AR-ES6050FLD Intel N450+ICH8M, 1GB DDR2, 12VDC, DIN mount

Specifications are subject to change without notice.
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Packing List Ordering Information

e 1 x AR-ES6050FLD AR-ES6050FLD Intel N450+ICH8M, 1GB DDR2, 12VDC, DIN mount
Optional
170010587-G Wallmountbracketx2 o
170020028-G screw x 4

e 1 x 60W power adapter
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Specifications are subject to change without notice.
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